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ERC 212b—-220b
CelSanas augstums: 2400-6000 mm / Kravnesiba: 1200-2000 kg
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ERC 212b-220b
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ERC 212b-220b

Stroke (h3) Augstuma masts  Brivs pacélajs Pacelta
ERC 212b ievilkts (h1) (h2) masta
augstums
(hs)
2500 mm 1750 mm 100 mm 3070 mm
2700 mm 1850 mm 100 mm 3270 mm
Divkarsais masts ZT 2900 mm 1950 mm 100 mm 3470 mm
3200 mm 2100 mm 100 mm 3770 mm
3600 mm 2300 mm 100 mm 4170 mm
2500 mm 1700 mm 1225 mm 3070 mm
2900 mm 1900 mm 1425 mm 3470 mm
Divkarsais masts ZZ
3200 mm 2050 mm 1575 mm 3770 mm
3600 mm 2250 mm 1775 mm 4170 mm
4090 mm 1845 mm 1250 mm 4690 mm
Triskarsais masts DZ 4300 mm 1915 mm 1430 mm 4870 mm
4700 mm 2050 mm 1565 mm 5275 mm
Stroke (h3) Augstuma masts  Brivs pacélajs Pacelta
ERC 214b ievilkts (h1) (h2) masta
augstums
(hs)
2500 mm 1750 mm 100 mm 3070 mm
2700 mm 1850 mm 100 mm 3270 mm
2900 mm 1950 mm 100 mm 3470 mm
3200 mm 2100 mm 100 mm 3770 mm
Divkarsais masts ZT
3600 mm 2300 mm 100 mm 4170 mm
4100 mm 2550 mm 100 mm 4670 mm
4300 mm 2650 mm 100 mm 4870 mm
4500 mm 2750 mm 100 mm 5070 mm
2500 mm 1700 mm 1130 mm 3070 mm
2900 mm 1900 mm 1330 mm 3470 mm
3200 mm 2050 mm 1480 mm 3770 mm
Divkarsais masts ZZ
3600 mm 2250 mm 1680 mm 4170 mm
4100 mm 2500 mm 1930 mm 4670 mm
4300 mm 2600 mm 2030 mm 4870 mm
4090 mm 1830 mm 1260 mm 4660 mm
4300 mm 1900 mm 1330 mm 4870 mm
Triskarsais masts DZ
4690 mm 2030 mm 1460 mm 5260 mm
5350 mm 2250 mm 1680 mm 5920 mm
Stroke (h3) Augstuma masts  Brivs pacélajs Pacelta
ERC 214b, ERC 216b ievilkts (h1) (h2) masta
augstums
(h4)
Triskarsais masts DZ 6000 mm 2500 mm 1930 mm 6570 mm
Stroke (h3) Augstuma masts  Brivs pacélajs Pacelta
ERC 216b ievilkts (h1) (h2) masta
augstums
(h4)

Divkarsais masts ZT 2400 mm 1750 mm 100 mm 2970 mm




Divkarsais masts ZZ

Triskarsais masts DZ

ERC 220b

Divkarsais masts ZT

Divkarsais masts ZZ

Triskarsais masts DZ

2600 mm
2800 mm
3100 mm
3500 mm
3800 mm
4000 mm
4200 mm
4400 mm
2400 mm
2800 mm
3100 mm
3500 mm
4000 mm
4200 mm
3990 mm
4200 mm
4590 mm
5250 mm

Stroke (h3)

2540 mm
2840 mm
3540 mm
2540 mm
2840 mm
3540 mm
3750 mm
4200 mm

4800 mm

1850 mm
1950 mm
2100 mm
2300 mm
2450 mm
2550 mm
2650 mm
2750 mm
1700 mm
1900 mm
2050 mm
2250 mm
2500 mm
2600 mm
1830 mm
1900 mm
2030 mm
2250 mm

Augstuma masts
ievilkts (h1)

1950 mm
2100 mm
2450 mm
1900 mm
2050 mm
2400 mm
1900 mm
2050 mm
2250 mm

100 mm
100 mm
100 mm
100 mm
100 mm
100 mm
100 mm
100 mm
T30 mm
1330 mm
1480 mm
1680 mm
1930 mm
2030 mm
1260 mm
1330 mm
1460 mm
1680 mm

Brivs pacélajs
(h2)

100 mm
100 mm
100 mm
1245 mm
1395 mm
1745 mm
1218 mm
1368 mm
1568 mm

3170 mm
3370 mm
3670 mm
4070 mm
4370 mm
4570 mm
4770 mm
4970 mm
2970 mm
3370 mm
3670 mm
4070 mm
4570 mm
4770 mm
4560 mm
4770 mm
5160 mm
5820 mm

Pacelta
masta
augstums
(hs)

3195 mm
3495 mm
4195 mm
3195 mm
3495 mm
4195 mm
4432 mm
4882 mm
5482 mm




VDI tabula
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T
11 'RaZotajs (saisinatais nosaukums)

1.2 |lzgatavotaja tipa simbols

Jungheinrich
ERC212b | ERC2Wb | ERC216b | ERC220b

I

I

|
/510 |Darba bremzes
I

I

I

1

:1.3 EPiedzina Elektribas
o 14  Darbiba let
E 15 letilpiba/ stodze Q kg 1200 | oo | 1600 | 2000
1.6 |Slodzes centrs c mm 600
E1.8 ESlodze attalums X mm 688 668
31.9 iGarenbéze y ~mm 1339 14m
é2.1.1 ?Neso§ais svars (ieskaitot akumulatoru) kg 170 1215 1250 1316
122 |Ass slodze ar slodzi priek3a / aizmuguré kg 900 /1470 920/1730 | 920/1930 983/2332
| !
= |
&
:2.3 :Ass slodze bez kravas prieksa / aizmuguré kg 830/340 850/400 906 /410
| |
——
'3.1  'Riepas Poliuretans (PU)
© 53.2 ERiepas izmérs, priek3a ?230x77
ﬁ '3.3  'Riepuizmérs aizmuguré ?85x75
5 134 Papilduriteni 0140 x 54
§ 53.5 iRiteni. skaits prieksa / aizmuguré (x = piedzina) x +1/4
E. 53.6 5Mérit§js priek3a b10 mm 515
£
:3.7 :Aizmuguréjais gabarits b1l mm 1000
| |
é4.2 ?Augstuma masts ievilkts (h1) h1 mm 1950 | 2100
4.3 |Brivs pacélajs (h2) h2 mm 100
44 Stroke (h3) h3 mm 2900 2800 2840
45 |Pacelta masta augstums (ht) h& mm 3470 3370 ‘ 3495
Elo.‘? EJGgstiena roktura augstums brauk3anas stavokli min./maks. h14 mm 1170/1390
_ iA.19 ikopéjais garums U mm 2030 2123
'E 54.20 EGarums ieskaitot dak3as aizmuguri 2 mm 880 ‘ 973
5 14211 'kopéjais platums bl mm 1100
% EA.22 iFork izméri Zl mm 40 x 100 x 1150 40 x 120 x 1150
. 5A.23 EDak§u turétaja savienojuma klase 2A 2B
1424 |Dakdas ratini platums b3 mm 800
}’A.32 ECentrélés garenbazes klirenss m2 mm 50 40
54.34.1 5Darba platums (palete 1000 x 1200 $kérsam) Ast mm 2252 2322
14.34.2 | Darba platums (palete 800x1200 gareniska) Ast mm 2302 2372
4,35 Pagrieziena radiuss Wa mm 1570 1640
'6.1  'Braukanas atrums ar/ bez kravas (Efficiency | drivePLUS) km/h 6/6(9/M 6/6|8/10
5.2 |Celganas atrums ar / bez kravas m/s 02/04 | 01/03 | 015/03 | 0m/034
=l [
i '5.3  'Atruma samazinasana ar / bez kravas m/s 0,45/0,35 0,6/0,35
;% 55.8 iMaksiméla kapsanas spéja ar / bez kravas (Efficiency | drivePLUS) % 10/ 1260| 0/ 9/ 12(.! 0/ 8 ”sol 107 5/16|6/20
g
= |
g |

generatori




161 Vilces motors, jauda 52 60 min (Efficiency | drivePLUS) KW 2832
£ 162 !Celzanas motors, jauda S3 kW 3
g 36.3 iAkumulators saskana ar DIN 43531/35/36 DIN 43535 B
S 6.4 | Akumulatora spriegums / nominala jauda V/Ah 24./300 24/ 375
E 36.5 iAkumulatora svars kg 238 273
5 36.6 iEnergijas patéring péc VDI cikla kWh/h - 145
g 16.6.1 |Energijas patérins atbilstosi EN ciklam (Efficiency | PLUS) kWh/h | 0,63]0,64 | 0,81]0,74 | 0,86]|0,83 1,07 -
g 36.6.2 3C02 ekvivalents saskana ar EN ISO 23308 (Efficiency | PLUS) kg/h 034103 0,44 | 0,4 0,46 0,4 0,58 -
ﬁ 16.7  |Caurlaide (Efficiency | PLUS) t/h 56 | 57 64| 65 71|73 85| -
36.8.1 iEnergijas patéring maks. caurlaide (Efficiency | PLUS) kWh/h | 1,63]1,65 1,65 1,64 1,67 1,65 2,13 -
38.1 iBraukéanas vadibas tips AC
| i
.
& |
© 310.7 iskanas spiediena limenis atbilstogi EN12053 dB (A) A
| !
! i
| !
! i
- Saja tehnisko datu lapa saskana ar VDI direktivu 2198 ir noraditas tikai standarta ierices tehniskas vértibas. Ja attiecigajai iericei ir uzmonteti citi riteni, citi
pacelSanas masti, papildierices utt., spéka var bt citas vértibas.

Tabula noraditas vértibas attiecas uz akumulatora nodalijumu M-VBE (ERC 212b) / L-VBE (ERC 214b/216b/220b), pacel3anas mastu
Z72800/2840/2900, dakSu garumu 1150 mm, 1000 mm $kérsbazi.

- VDINr. 1.8 ERC 212b/214b/216b: Ar DZ pacel$anas mastu: x - 3 mm.

- VDI Nr. 1.8 ERC 220b: Ar DZ pacel$anas mastu: x - 32 mm.

- VDI Nr. 1.9 ERC 214b/216b/220b: Ar litija jonu akumulatora nodalijumu M: y - 72 mm.

- VDI Nr. 3.7: Atkariba no noregulétas Skersbazes: 1000 mm /1170 mm /1370 mm.

- VDI Nr. 419 ERC 212b/214b/216b: Ar DZ pacelSanas mastu: 1+ 3 mm.

- VDI Nr. 4.19 ERC 220b: Ar DZ pacel$anas mastu: [1+ 32 mm.

- VDI Nr. 419 ERC 214b/216b/220b: Ar litija jonu akumulatora nodalijumu M: U1 - 72 mm.

- VDI Nr. 4.20 ERC 212b/214b/216b: Ar DZ pacel$anas mastu: [2+ 3 mm.

- VDI Nr. 4.20 ERC 220b: Ar DZ pacelSanas mastu: [2+ 32 mm.

- VDI Nr. 4.20 ERC 214b/216b/220b: Ar litija jonu akumulatora nodalijumu M: 12 - 72 mm.

- VDI Nr. 4.21: Atkariba no noregulétas Skérsbazes: 1100 mm /1270 mm /1470 mm.

- VDI Nr. 4.24: Opcija: pieejams ar 975 mm.

- VDI Nr. 4.34.1: Diagonali atbilstosi VDI: darba ejas platums + 203 mm / + 203 mm / + 259 mm (sagraféts péc $kérsbazes).
- VDI Nr. 4.34.1ERC 212b/214b/216b: Ar DZ pacelSanas mastu: darba ejas platums + 3 mm.

- VDI Nr. 4.34.1ERC 220b: Ar DZ pacel$anas mastu: darba ejas platums + 32 mm.

- VDI Nr. 4.34.1ERC 214b/216b/220b: Ar litija jonu akumulatora nodalijumu M: darba ejas platums - 72 mm.

- VDI Nr. 4.34.2: Diagonali atbilstosi VDI: darba ejas platums + 133 mm / + 133 mm / + 209 mm (sagraféts péc $kérsbazes).
- VDI Nr. 4.34.2 ERC 212b/214b/216b: Ar DZ pacelSanas mastu: darba ejas platums + 3 mm.

- VDI Nr. 4.34.2 ERC 220b: Ar DZ pacelSanas mastu: darba ejas platums + 32 mm.

- VDI Nr. 4.34.2 ERC 214b/216b/220b: Ar litija jonu akumulatora nodalijumu M: darba ejas platums - 72 mm.

- VDI Nr. 4.35 ERC 214b/216b/220b: Ar litija jonu akumulatora nodalijumu M: Wa - 72 mm.

- VDI Nr. 5.1: Aprikojuma paketei Efficiency bez vaditaja aizsardzibas sistémas: 6,0 / 6,0 km/h; ar vaditaja aizsardzibas sistemu:
9,0/9,0 km/h.

- VDI Nr. 5.3: Ar ZZ/DZ pacelSanas mastu: nolaiSanas atrums brivaja pacéluma ir mazaks par noraditajam vertibam.



SIA Jungheinrich Lift Truck

Ritausmas iela 23
Riga, LV-1058

Latvija
Telefons +37167 813 913 Sertificatas i Vaciias ra3
ertificétas ir Vacijas razotnes
Fakss +37167 813 911 Norderstedte, Mosburga un Landsberga, ka 10 001
ari misu rezerves dalu centrs SO 14001
info@jungheinrich.lv Kaltenkirhens.

Jungheinrich iekravéji atbilst Eiropas C €

www.jungheinrich.lv Savienibas drosibas prasibam.
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